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contaminated soils, and structures and 
equipment contaminated with waste, 
and manage them as hazardous waste, 
unless 40 CFR 261.3(d) applies. The clo-
sure plan, closure activities, cost esti-
mates for closure, and financial respon-
sibility for tank systems must meet all 
of the requirements specified in sub-
parts G and H of this part. 

§ 267.202 What special requirements 
must I meet for ignitable or reac-
tive wastes? 

(a) You may not place ignitable or re-
active waste in tank systems, unless: 

(1) You treat, render, or mix the 
waste before or immediately after 
placement in the tank system so that: 

(i) You comply with § 267.17(b); and 
(ii) The resulting waste, mixture, or 

dissolved material no longer meets the 
definition of ignitable or reactive 
waste under § 261.21 or § 261.23 of this 
chapter; or 

(2) You store or treat the waste in 
such a way that it is protected from 
any material or conditions that may 
cause the waste to ignite or react; or 

(3) You use the tank system solely 
for emergencies. 

(b) If you store or treat ignitable or 
reactive waste in a tank, you must 
comply with the requirements for the 
maintenance of protective distances 
between the waste management area 
and any public ways, streets, alleys, or 
an adjoining property line that can be 
built upon as required in Tables 2–1 
through 2–6 of the National Fire Pro-
tection Association’s ‘‘Flammable and 
Combustible Liquids Code,’’ (1977 or 
1981), (incorporated by reference, see 40 
CFR 260.11). 

§ 267.203 What special requirements 
must I meet for incompatible 
wastes? 

(a) You may not place incompatible 
wastes, or incompatible wastes and ma-
terials, in the same tank system, un-
less you comply with § 267.17(b). 

(b) You may not place hazardous 
waste in a tank system that has not 
been decontaminated and that pre-
viously held an incompatible waste or 
material, unless you comply with 
§ 267.17(b). 

§ 267.204 What air emission standards 
apply? 

You must manage all hazardous 
waste placed in a tank following the re-
quirements of subparts AA, BB, and CC 
of 40 CFR part 264. Under a standard-
ized permit, the following control de-
vices are permissible: Thermal vapor 
incinerator, catalytic vapor inciner-
ator, flame, boiler, process heater, con-
denser, and carbon absorption unit. 

Subparts K through CC [Reserved] 

Subpart DD—Containment 
buildings 

§ 267.1100 Does this subpart apply to 
me? 

This subpart applies to you if you 
own or operate a facility that treats or 
stores hazardous waste in containment 
buildings under a 40 CFR part 270 sub-
part J standardized permit, except as 
provided in § 267.1(b). Storage and/or 
treatment in your containment build-
ing is not land disposal as defined in 40 
CFR 268.2 if your unit meets the re-
quirements of §§ 267.1101, 267.1102, and 
267.1103. 

§ 267.1101 What design and operating 
standards must my containment 
building meet? 

Your containment building must 
comply with the design and operating 
standards in this section. EPA will 
consider standards established by pro-
fessional organizations generally rec-
ognized by the industry such as the 
American Concrete Institute (ACI) and 
the American Society of Testing Mate-
rials (ASTM) in judging the structural 
integrity requirements of this section. 

(a) The containment building must 
be completely enclosed with a floor, 
walls, and a roof to prevent exposure to 
the elements, (e.g., precipitation, wind, 
run-on), and to assure containment of 
managed wastes. 

(b) The floor and containment walls 
of the unit, including the secondary 
containment system, if required under 
§ 267.1103, must be designed and con-
structed of manmade materials of suf-
ficient strength and thickness to: 

(1) Support themselves, the waste 
contents, and any personnel and heavy 
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